
TKI Drop & Roll kit for 2012-2016 Arctic Cat Pro-Climb 

First step is to remove the hood, side panels, belly pan pieces, rear skid, track, driveshaft, brake 

assembly and chain case.  I also removed the seat and fuel tank to make it easier to work on.  

Pictures and description of what a lot of guys did to install the D&R kit. 

Brake side template will be riveted to 

the tunnel.  Start by lining up these 

two bolt holes. 

These holes may not line up perfectly 

on every sled.  You may need to make 

them oblong in order to fit over the 

factory rivets.   

The template will be riveted with 

seven rivets.  Drill the holes out and 

install the rivets from the outside of 

tunnel where brake and rotor are.   
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Cut the bottom and two sides for the 

brake to fit flush.  You will need to 

flatten this down so when you cut 

your holes for the brake and 

driveshaft- they line up.  Use the 

paper templates that TKI provides to 

make these marks.   

You will also need to use TKI paper 

templates to cut out the opening for 

the brake and rotor.  You can see the 

Sharpie marks where you need to cut. 



I used a C-clamp and block of wood to 

flatten.  You can also use bolts and 

nuts for the new drive shaft holes to 

help flatten this out for the brake and 

rotor.  



I used a 2” hole saw to cut the 

majority of the two new brake and 

drive shaft holes.  I then cleaned it up 

with a die grinder.  

Make sure to drill out the new drive 

shaft holes and rivet holes.   

The two holes that have the bolts 

through them will not be used.  Once 

you have everything riveted, these 

bolts can come out.  I used them to 

make sure the template was lined up 

properly.   



Make sure to check the opening to 

see if the rotor clears the new 

opening you cut.  You may have to 

trim this up a little more than what 

the paper templates indicate.   

I found the easiest way to get the 

rotor back on was to pull the pin and 

slide the pads out.  You can install the 

rotor and the pads will go back in by 

sliding them in the backside of the 

caliper.   



Bolt the template into position with 4 

bolts.   

Color in the section inside the 

template.  This is the area you will cut 

out.  You will cut the old holes out 

and use the new ones for the longer 

chain case.  Make sure to drill the 

new holes with the template 

installed. 

Cut straight down on each side. 



Picture of the opening after its cut.  

You will also use the paper template 

supplied by TKI to open up the 

bottom area for the chain case.   



Install the longer chain case half and 

bolt down with the original bolts 

taken out prior to installing the longer 

half.   






